
 
 

 

 

 

 

 

 

  

Connecting the maritime world 

MariWeb™  AIS receiver 
 

·  Direct connection to MariWeb™  Central Data Server 
·  Low power (8 watts) 
·  TCP/IP (server and client capable) 
·  Metal waterproof housing available (aluminium) 
·  Plug and play – no complex installation procedures – DHCP or static IP 
·  From 1 to more than 200 AIS Receive only AIS units in one MariWeb™  network 
·  Includes lightning protection 

IMIS Global Limited 
www.imisglobal.com 
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MariWeb™  AIS Receiver  
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Technical specifications  
 

Feature  Implementation  
Interfaces  10Base T – Ethernet / Power / RF (AIS1 and AIS2) / ground pin 

Protocol IEC61162 message format compliant with the ITU-R.M1371specification 
Message set All ITU-R.M13171including 24a, 24b and 25 

Security 

·  All parameters can be Username and Password protected 
·  Only one connection allowed at one time 
·  Pre-programmed to either DHCP or static IP 
·  Pre-programmed in server or client mode 

Data storage First In First Out [FIFO] 
Channels Dual channel (not switched) AIS 1 and AIS 2 

Application License free 
Configuration Internet browser / telnet 

Number of active vessels 1 full AIS slot map (4,500 slots or ~150 active AIS targets)  
Environmental 0oC to +50oC, 

Cooling Passive 
Voltage range 12VDC to 16VDC or 100VAC to 250VAC – (to be specified on order) 

Power consumption 8 watts continuous 
Isolation Primary power to secondary isolation >600VAC 

RF Connectors BNC (TNC available as an option) 
Lightning protection ¼ wave stub connected to case ground pin [M6 bolt] 

Housing Plastic (indoor) / Aluminium (outdoors) – (to be specified on order) 
Earth Earth stud provided for connection to building earth for lightning protection 
RTTE CE marked / FCC approval 

Antenna system 3dBi suggested – up to 9dBi monopole or Yagi antennas can be used 
RF sensitivity Better than –107dBm 
RF data rate 9,600 bits per second configurable 

RF band pass filter >10db out of band protection 
IEC61162 data rate 38.4kB/s on full load (150 vessels) 

Physical size and weight ·  H = 10cm, W = 30cm, L = 40cm. (standard configuration) 
·  Weight = 3kgs. (standard configuration)  

Options 

·  Sealed Lead Acid battery (12Amp/hr) 
·  Increased Ethernet protection 
·  External RS232C interface 
·  Two or more AIS receivers per unit (Sectorised antenna implementations) 
·  Wide voltage DC power supplies (12VDC to 30VDC) 
·  GPS included 
·  MariWeb™  BSC and AIS receivers in the same case 

 

The MariWeb™  AIS receiver is suitable for connection to the 
MariWeb™  Central Data Server [CDS] giving access to all the 
features and capabilities of the MariWeb™  AIS network. 
 
More than one MariWeb™  AIS receiver can be connected to 
the MariWeb™  CDS allowing for sectorised coverage with high 
gain, directional antennas ensuring greater system gain and 
allowing low power AIS units to be tracked. 
 
Receivers can be combined with a standard AIS base station 
and Base Station Controller [BSC] to form a complex and high 
performance AIS Physical Shore Station [PSS]. 


